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GOOD TO KNOW ABOUT NIBE™ 
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Indoor unit ACVM 270

There should be a minimum of 500 mm free space in front of, 220 mm 
above the indoor unit for service work. Minimum ceiling height 2050 mm.
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Indoor unit ACVM 270

Pipe connections

XL1 	 Climate system, flow Ø 22 mm

XL2 	 Climate system return, Ø 22 mm

XL3 	 Cold water, Ø 22 mm

XL4 	 Hot water, Ø 22 mm

XL8 	 Docking in, G1 int

XL9 	 Docking out, G1 int

XL13 	 Liquid line refrigerant, Flare 3/8”

XL14 	 Gas line refrigerant, Flare 5/8”

XL15 	 Connection safety valve, manometer

Valves etc.

EP2 	 Heat exchanger

GP1 	 Circulation pump, climate system

HQ1	 Particle filter

QM1 	 Valve, draining/filling climate system

QM20	 Venting valve

QM24 Venting valve

QM60	 Venting valve

QM30 	Actuator, shuttle valve, hot water

QM31 	Actuator shuttle valve, climate system

QN11 	 Actuator, mixing valve

Electrical components

AA6 	 Relay card

AA21 	 CPU card

AA22 	 EBV card

	 R24 Setting, fuse size

	 R25 Setting, max power, electrical addition

	 R26 Setting, max boiler temperature

AA23 	 Communication board

EB1 	 Immersion heater

FA1	 Miniature circuit breaker, control system

FA2	 Miniature circuit breaker, outdoor unit

SF1	 Switch

Sensor, thermostats

BP4	 Pressure sensor, high pressure

BT6 	 Temperature sensor, HW charging

BT15	 Temperature sensor, fluid pipe

BT19 	 Temperature sensor, immersion heater

BT24 	 Temperature sensor, docking

BT30 	 Thermostat, standby mode

FD1 	 Temperature limiter

Miscellaneous

PF1 	 Rating plate

PF3 	 Serial number plate

PF4	 Plate, pipe connection

UB1 	 Cable grommet

UB2 	 Cable grommet

UB4 	 Cable grommet

Indoor unit ACVM 270
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INSTALLATION

Pipe installation
Pipe installation must be carried out in accordance with current 
norms and directives. ACVM  270 can work at a temperature of 
up to approx 65 °C. For good savings we recommend that the 
climate system is dimensioned for max 55
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Electrical installation
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INSTALLATION

NIBE SPLIT can be connected in several different ways, some of which are shown on the following 
pages. For more detailed docking descriptions, see www.nibe.eu/air-water/docking.

NIBE SPLIT with climate system
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External addition

Gaspanna Olje-/pelletspanna

Solfångare

EP8
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TECHNICAL SPECIFICATIONS



SUPPLIED COMPONENTS



ACCESSORIES

NIBE RE 10
Room unit 
Part no. 067 004

NIBE UKV
Buffer vessel in steel
UKV 40  Part no. 088 470
UKV 100  Part no. 088 207

NIBE RG 10
Room sensor
Part no 018 433

NIBE ACK 22
Cable kit for ESV 22 or VCC 22. 
Part no. 067 049

NIBE HR 10
Auxiliary relay for external 
addition
Part no. 089 423

Ground stand
For AMS 10 
Part no. 067 033




